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Hewlett-Packard assumes no responsibility for the use or reliability of its software on equipment that is not 
furnished by Hewlett-Packard. 


This document contains proprietary information which is protected by copyright. All rights are reserved. No 
part of this document may be photocopied, reproduced or translated without the prior written consent of 
Hewlett-Packard Company. 
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Introduction 


This Configuration Guide is designed to aid Hewlett- 
Packard Sales Representatives in working with 
customers purchasing Re-Marketed systems or 
upgrading their Re-Marketed system(s) to larger, 

more powerful HP 3000 systems. This guide contains 
configuration instructions for the Series 30R/33R, and 
series IIR. It should be used in conjunction with the HP 
3000 Computer Systems Product Information Guide and 
the Price Guide. 


The Configuration Guide contains guidelines for 
configuring HP 3000 Re-Marketed systems. It allows a 
determination to be made about whether or not the 
configuration is achievable. 


Information on upgrades available for the Series 30R/ 
33R, and Series [IIR is also included. 


Hardware Comparisons 


Features 


Central Processing Unit 


Fault Control 
Semiconductor Memory 


1/O Channel for Discs 


Terminals (Point-to-point, 
Multipoint, System 
Console and DSN/DS 
virtual terminals) 


Synchronous 
Communications Lines** 


Magnetic Tape 


Flexible Disc 
system Line Printers 


Remote Character 
Printers 


HP 2680 Laser 
Printing System 


I/O Slots for Expansion 


*Use of both point-to-point and multipoint terminals is required to 


Series 3xR 
(Series 30R or 33R) 


214 firmware instructions 


512 Kb standard 
(1 Mb maximum) 


General I/O Channel (GIC) 


Up to 8 Disc Drives 
7906/7920/7925/7935H**** 


Up to 48” 


Up to 3 optional for 
series 30R 

Up to 7 optional for 
Series 33R 


Up to four 1600 bpi and one 1600/6250 
bpi drives available 


One 1.2 Mb flexible disc drive optional 
Up to 2 line printers 


Up to4 
Up to2 


7 standard (7 maximum) 
for Series 30R 

7 standard (20 maximum) 
for Series 33R 


Available for additional ADCCs (point- 
to-point terminals), printers, GICs (to 
support magnetic tape drives) or INPs 
(distributed communications boards) 
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Series ITIR 


209 firmware instructions 


512 Kb standard 
(2 Mb maximum) 


Selector Channel 


Up to 8 7920/7925 Disc Drives 
and one 7935H*™* 


Up to 96* 


Up to 7 optional 


Up to eight 800 or 1600 bpi and one 
1600/6250 bpi*** drives available 


Not available 
Up to 4 line printers 


Up to4 
Up to 2*** 


9 standard (29 maximum) 


Available for additional ATCs (point-to- 
point terminals), printers, card reader, 
card reader/punch, paper tape reader, 
paper tape punch, magnetic tape or 
INPs (distributed communications 
boards) 


**Refers to number of Intelligent Network Processors (INPs) supported, 


achieve a system configuration with the maximum number of all 
peripherals. 


Requires the HP-IB interface module 30341A. 


which provide communication links from the HP 3000 to other HP 3000s, 
IBM (compatible) mainframes, and multipoint terminals. 


**#**7 imit of one 7935H per system. 7935H cannot be only disc on system. 
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Peripheral Support Matrix 


Peripherals supported on the Series 30R, Series 33R, and 
Series [IIR are shown in the chart. (Series 30R or Series 
33R availability is indicated by 3xR.) The support of 


Availability Product 
No. 


3xR 


3xR IIIR 
3xR IIR 
3xR IR 
3xR**** TTR** 
3xR 

IIR 
3xR IIR 
3xR IIR 
3xR IIIR** 
3xR IIR 
3xR IIR 
3xR IIR 
3xR IIR 
3xR IR 
3xR IIR 
3xR IIR 
3xR* HIR 
3xR HiR 
3xR IR 
3xR IR 
3xR IIR 


7906M,5S 


7920M,S 
7925M,S 
7925T 


7935H 


9895A-010 


2382A 
2621A/B/P 
2622A 


2623A 
2624B 
2626A/W 
2640x 
2641A 
2642A 


2645A 
2647 A/F 


2648A 





Description 


Disc Drives 

20 Megabyte Cartridge Disc 
Drive 

50 Megabyte Disc Drive 

120 Megabyte Disc Drive 


240 Megabyte Add-On Disc 
Storage System 


404 Megabyte Disc Drive 


Flexible Disc Drives 


1.2 Megabyte Flexible Disc 
Drive 


Magnetic Tape Drives 
800 bpi Digital Magnetic 
Tape Drive 

1600 bpi Digital Magnetic 
Tape Drive 

Magnetic Tape Subsystem 


1600/6250 bpi Digital 
Magnetic Tape Drive 


Terminals 


Office Display Terminal 
Interactive Display Terminal 


Display Terminal, Block 
Mode 


Graphics Terminal 

Data Entry Terminal 
Display Station 

Interactive Display Terminal 
APL Display Station 
Interactive Workstation 
Display Station 

Intelligent Graphics 
Workstation 


Graphics Workstation 


“Supported as an HP 2645A (APL features are not supported.) 
Support for foreign device users—There may be occasions when it is desired to interface a non-Hewlett-Packard ptoduct to an HP 3000. Support for 
the foreign device and system modifications required to drive it are the responsibility of the customer. If the HP 3000 exhibits problems resulting 
from the foreign device, the system must be reconfigured to its original Hewlett-Packard configuration and with the current supported version of the 
operating system before service can be rendered under the Customer Maintenance Agreement. Hewlett-Packard will not warrant compatibility of 


operating systems, user subsystems, or modifications to Hewlett-Packard hardware necessitated by design updates with any non-Hewlett-Packard 
product to an HP 3000. 


™ Requires the HP-IB Interface Module 30341A. 


"These input devices may be used on an HP 3000 system only with the Interactive Design System (IDS/3000) software for designing characters and 
logos to be printed on the HP 2680A Intelligent Page Printer, or with user supplied software. 


™***7935H cannot be only disc on system. 


hardware and software products is subject to change, 
however, with new releases of the MPE operating 


system. 


Availability Product 
No. 


3xR 


3xR 
3xR 


3xR 


3xR 


3xR 
3xR 


3xR 
3xR 
3xR 


3xR 


3xR 
3xR 
3xR 
3xR 
3xR 
3xR 
3xR 
3xR 
3xR 


3xR 


TTR 
ITIR 


TIIR 


HIR 


ITIR 
HIR 


HIR 
NIR 
IIR 


IiIR** 


7220C/T 
L201 
7225B 
7240A 
7245B 
7580A 
9872C/T 
9111 A*** 
9874A*** 
30126A 


7260A 





Description 


Terminals (continued) 
System/Maintenance 
Console 

Printing Terminal 


Desk Top Data Capture 
Terminal 


Wall Mounted Data Capture 
Terminal 


Time Reporting Terminal 


Printers 


40 cps Daisy-Wheel Printer 
400 lpm Dot Matrix Line 
Printer 

600 lpm Drum Line Printer 
1000 lpm Chain Line Printer 


180 cps Dot Matrix 
Character Printer 


Intelligent Page Printer 


Plotters/Graphics 


Graphics Plotter 
Graphics Plotter 
Graphics Plotter 
Plotter/Printer 
Plotter/Printer 
Drafting Plotter 
Graphics Plotter 
Data Tablet 

Digitizer 

CalComp Plotter Interface 
Subsystem 

Optical Mark Reader 


Software Support Matrix 


Software supported on the Series 30R, 33R, and Series 
[IIR are shown in the chart. (Series 30R or Series 33R 
availability is indicated by 3xR.) The support of 


Availability Product 
No. 


3xR 
3xR 
3xR 
3xR 


3xR 


3xR 


3xR 


3xR 


3xR 


3xR 


3xR 


3xR 


3xR 


3xR 


3xR 


3xR 


3xR 


3xR 


3xR 
3xR 


3xR 


3xR 


HIR 
IR 
HIR 
IR 


TIR 
HIR 


HIR 


UIR 
TIR 
HIR 
IR 


HR 


IMR 
IR 
INR 
IR 
IR 


IR 


IIR 


IMIR 
IIR 


IIIR 


TUR 




































32233A 
32104A 
32102B 
S2111A 


32106A 
32105A 





32100A 


32190A 


30130E 


32192A 





32193A 


32229A 


36578A 
32250A 
36580A 
36581A 
36576A 


32120A 


32244A 





32245A 
32246A 


32247A 


32248A 


Description 


Languages 

COBOL II/3000 Compiler 
RPG/3000 Compiler 
FORTRAN/3000 Compiler 
BASIC/3000 Interpreter & 
Compiler 

Pascal/3000 Compiler 
APL/3000 Language 
Subsystem 

SPL/3000 Compiler 


Data Communications 


DSN/DS Distributed 
Systems Software 


DSN/RJE (2780/3780 
Emulation) 

DSN/MBJE Multileaving 
Remote Job Entry 
DSN/MTS Multipoint 
Terminal Software 


DSN/IMF Interactive 
Mainframe Facility 


Office Systems 


TDP/3000 Text and 
Document Processor 


DSG/3000 Decision Support 
Graphics 

IFS/3000 Interactive 
Formatting System 
IDS/3000 Interactive Design 
System 

HPSLATE Fullscreen 
Interactive Word Processing 


HPWORD Interactive Word 
Processing 


Information Management 
Systems 


Dictionary/3000 Relational 
Data Dictionary 
Report/3000 Report Writer 


Inform/3000 User Report 
Generator 


Transact/3000 Transaction 
Processing Language 


Programmer Productivity 
Package 
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hardware and software products is subject to change, 
however, with new releases of the MPE operating 
system. 


Availability Product 
No. 


3xR 
3xR 
3xR 


3xR 
3xR 
3xR 


3xR 


3xR 


3xR 
3xR 


3xR 


3xR 


3xR 


3xR 


3xR 


3xR 


3xR 


3xR 


3xR 


NIR 
IIR 
HIR 


TTR 
TIR 


HIR 


HIR 


HIR 
HIR 


IR 


TIIR 


HIiR 


IR 


IR 


IIR 


UIR 


HIR 


IR 

































32286A 
32287A 
32285A 





32199A 
32205B 
32238A 


32900B 


32902A 





32260A 
32260UA 


32260ZA 


32260NA 


32260SA 


32260EA 


32260DA 


32260XA 


32260FA 


32270A 


32270UA 


* Available U.S. and Canada Only 


Description 


Financial Application 
Software* 

Accounts Payable/3000 
Accounts Receivable/3000 
General Ledger/3000 


Additional Application 
Software 


Flexible Disccopy 


Scientific Library 


OPT/3000 On-Line 
Performance Tool 
S1IS/3000 Student 
Information System 


CIS/3000 College 
Information System 


Manufacturing Systems 


Materials Management/3000 


British Language Version 
Materials Management/3000 


Italian Language Version 
Materials Management/3000 


Norwegian Language 
Version Materials 
Management/3000 


Swedish Language Version 
Materials Management/3000 


Spanish Language Version 
Materials Management/3000 


German Language Version 
Materials Management/3000 


Finnish Language Version 
Materials Management/3000 
French Language Version 
Materials Management/3000 
Production Management/ 
3000 7 

British Language Version 


Production Management/ 
3000 | 
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Configuration Diagram 
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Overview 


To aid in configuring an HP 3000 Series 30R, 33R, or IIR 
system, diagrams are included in the following pages. 
By following the steps indicated, it is simple to plana 
new system or add to an existing one. 


Selection Options 


When choosing options denoted by circles, be certain to 
write the number of the interface slot which the option 
will occupy in the open circle beside the selected option, 
then cross out the numbered circle connected to the IOP 
bus or Inter-Module Bus (IMB) to show that interface slot 
is no longer available. For example, 


Available Interface Slots 


Inter-Module Bus 


Up to 4 Terminals Each ADCC Main 
Up to 4 Terminals Each ADCC Extender 


al ill ale 


ADCC ADCC 
Main Ext 


Oo 0 


Asa result, the options that have been chosen and the 
interface slots they occupy will be evident at a glance. 
DO NOT EXCEED THE TOTAL NUMBER OF AVAIL- 
ABLE INTERFACE SLOTS ON THE INTER-MODULE 
BUS OR IOP BUS. 





Devices identified with triangles, squares or hexagons 

will function only in the positions designated by match- 
ing geometric shapes. Hexagons denote non-IMB slots, 
which may be used for INPs and 2617/19A printer inter- 


faces only. ame 
sence 





The following apply to the Series 30R, 33R, and IIIR 


diagrams. 


Equipment supplied with the System Processor Unit is 
in darkened boxes. 


30078A = 128 kb: 
30078A 128 kb 


30078A 128 kb 
30078A 128 kb 


Memory Controller 





Inter-Module Bus 





Equipment required, though ordered separately from 
System Processor Unit is in heavily outlined boxes. 


Up to 3 
Terminals 





Optional equipment is in white boxes outlined by 
dashed lines. 


r—-—— 
<H 2613/17/19A | oy 
Printer 

= 


— 
<H 2613/17/19A 1 or 
Printer 

ea: 
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HP 3000 Series 30R 
Interfacing Optional Equipment 


Seven I/O slots are available for interfacing additional 
devices to the Series 30R. These I/O slots appear as 
numbered circles attached to the Series 30R Inter- 
Module Bus (IMB) on the following Series 30R 
Configuration Diagram. The seven I/O slots can be 
interfaced to any of the following devices: 
Asynchronous Data Communication Controllers 
(ADCCs), General I/O Channels (GICs), Intelligent 
Network Processors (INPs), 2617A, or 2619A (denoted 
2617/19A) printer interfaces. Up to three GICs are 
supported. 


Connecting Additional Terminals 


Point-to-Point terminals are connected to the Series 30R 
by means of the Asynchronous Data Communications 
Controllers (ADCCs). Each ADCC provides ports for 
four point-to-point terminals. There are two types of 
ADCCs: ADCC-Mains and ADCC-Extenders. ADCC- 
Mains and ADCC-Extenders must be configured and 
ordered in alternating fashion: ADCC-Main, ADCC- 
Extender, ADCC-Main, etc. The first ADCC-Main is 
required and must be ordered separately. This permits 
the connection of the System/Maintenance Console and 
up to three terminals (the 2649E System/Maintenance 
Console is required and is included). The Series 30R 
supports a maximum of eight ADCCs altogether (fora 
maximum of 32 point-to-point asynchronous terminals). 
2601A daisy-wheel printers and 2631B dot matrix 
character printers can also be connected to ADCC 
terminal ports (see Printers). 


To attach multipoint terminals, the Series 30R requires 
one copy of DSN/Multipoint Terminal Support (DSN/ 
MTS), and, for each multidrop communication line, one 
Intelligent Network Processor (INP). The number of 
terminals that may be attached to each multidrop 
communication line is normally determined by response 
time considerations, but may be limited by the specific 
cabling option chosen. Up to 47 multipoint terminals 
total are supported per system, on one or more 
multidrop lines. 


Up to 48 terminals total (including point-to-point, multi- 
point, system console, and DSN/DS virtual terminals) 
can be configured per system. 


Disc Drives 


The first disc drive attached to the Series 30R is called a 
““master’” disc, which means that it contains a controller. 
One master disc is required with the Series 30R and is 
ordered separately from the System Processor Unit. 20 
Mb (7906M), 50 Mb (7920M Re-Marketed or new), and 
120 Mb (7925M Re-Marketed or new) master disc drives 
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are available. Additional 7906 or 792x drives are called 
“slave” disc drives, because they are attached to, and 
share the controller of, the master disc drive. Up to 
seven slave disc drives may be attached to the master 
disc drive: 20 Mb, 50 Mb, and 120 Mb slave disc drives 
are available. For the Series 30R the master disc can be 
located 2 meters from the system; a 2 meter cable is 
provided with the master disc. The 404 Mb (7935H) disc 
is also available although it cannot be the only disc on 
system. Limit one 7935H per system. 


Magnetic Tape Drives 


A 1600 bits per inch (bpi) magnetic tape drive is required 
for system backup and distribution of software updates, 
for Series 30R systems with more than 20 Mb disc storage.* 
(If the Series 30R has only 20 Mb disc storage, a 1.2 Mb 
flexible disc drive may be used instead of the magnetic 
tape drive. The flexible disc drive may also be used in 
addition to one or more magnetic tape drives.) The first 
magnetic tape drive attached to the Series 30R is called the 
““master’, because it contains a built-in controller. The 
master tape drive must be attached to a dedicated Gen- 
eral I/O Channel (GIC), which is ordered separately. Up 
to three additional slave magnetic tape drives may be 
attached to the master. The master magnetic tape drive 
can be located 6 meters from the system. A 6 meter cable 
is provided with the tape drive. In addition, a 6250 bpi 
magnetic tape drive may be attached to the Series 30R. 


Printers 


The Series 30R supports up to two system line printers. 
2608A (400 lpm), 2617A (600 lpm), or 2619A (1000 lpm) 
printers are supported. The 2608A is attached to a GIC in 
the System Processor Unit; the 2617/19A printers attach 
toa GIC and use an interface which occupies one I/O slot 
in the Series 30R. This interface is ordered as option 301 
to the 2617/19A printer. Each 2608A printer comes with a 
two-meter cable. Each HP 2617/19A printer with option 
301 comes with a 15 meter (50 ft) cable. 


In addition to system line printers which are attached to 
GICs, the Series 30R can support local or remote 
spoolable 2631B character printers through one or more 
ADCCs. When used as a local/remote spoolable printer, 
the 2631B is connected directly to an ADCC port via 
hardwired cable or modems. Up to four 2631B printers 
are supported on the Series 30R in this fashion (specify 
2631B with option 331). 


In addition to local/remote spoolable printers, the Series 
30R can support 2601A daisy-wheel printers as termi- 
als (non-spooled only) via ADCCs. The 2601A can be 
directly attached to an ADCC port via hardwired cable. 


*If the Series 30R has a dedicated serial disc (7906S, 79205, or 7925S) for 
backup, and a flexible disc drive for distribution of software updates, 
the magnetic tape drive is not required. 
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The 2631B and 2601A printers can also be attached as 


slave devices (non-snooled onlv) to Series 20R terminals, 


aur_vuwu “AW FY AWW (eA ewat vw wWwwvwaAwnesA Waia tw Wwesasrnwnyd YVUVAr wLAREAL 
under the control of user-supplied application 
programs. 


The Series 30R also supports the 2680A Intelligent Page 
Printer. Specify 2680A with option 301 for Series 30R 
cable. Up to two 2680A’s may be attached to a GIC. 


Data Communications 


The Series 30R can support up to three Intelligent Network 
Processors (INPs). Each INP provides one communica- 
tion line that may be used by DSN/DS, DSN/MTS, DSN/ 
MRJE, DSN/RJE, DSN/IME software. The same INP can 
be used (non-concurrently) by any of these software 
products. Each INP board requires one I/O slot anda 
connection to a GIC. 


Flexible Disc Drive 


One 1.2 Mb flexible disc drive can be used on the Series 
30R. Order 9895A with option 010 to specify single 
master drive, and option 333 to specify Series 30R cable. 
The flexible disc drive attaches to a GIC in the Series 30R; 
a 2M (6.5 feet) cable is provided. 


- Memory Expansion 


512 Kb of fault control memory is supplied with the 
System Processor Unit. System memory sizes of 768 Kb, 
and 1024 Kb are also supported. 30078A 128 Kb Memory 
Array boards or 32430CR opt 507 (expands memory to 
1024 Kb, Re-Marketed) should be ordered to achieve 
desired memory size. 


HP 3000 Series 33R 
Interfacing Optional Equipment 


The Series 33R System Processing Unit contains seven 
I/O slots for interfacing any of the following devices: 
Asynchronous Data Communications Controllers 
(ADCCs), General I/O Channels (GiCs), intelligent 
Network Processors (INPs), or 2617/19A Line Printer 
Interfaces. Up to four GICS are supported. 


If more than seven additional I/O slots are required, the 
Series 33R Expansion Kit (30416A) may be ordered to 
provide an additional thirteen I/O slots. Of these 
thirteen slots, six are limited to supporting only INPs 
and 2617/19A Line Printer Interfaces. 


Connecting Additional Terminals 


The first Asynchronous Data Communications Con- 
troller-Main (ADCC-Main) is required and must be 
ordered separately. This permits the connection of the 
system/Maintenance Console and up to three terminals 
(the 2649E System/Maintenance Console is required 
and is included). Additional terminal capacity may be 
added in groups of four by adding ADCC-Mains and 


Extenders. Always add an ADCC-Extender to an 
existing ADCC-Main before adding another ADCC- 
Main. The Series 33R supports a maximum of 32 point- 
to-point terminals, including console. 2601A daisy- 
wheel printers and 2631B dot matrix character printers 
can also be connected to ADCC terminal ports (see 


Printers). 


To attach multipoint terminals, the Series 33R requires 
one copy of DSN/Multipoint Terminal Software (DSN/ 
MTS) and, for each multidrop communication line, one 
Intelligent Network Processor (INP). The number of 
terminals that may be attached to each multidrop com- 
munication line is normally determined by response 
time considerations, but may be limited by the specific 
cabling option chosen. Up to 47 multipoint terminals 
total are supported per system, on one or more 
multidrop lines. 


Up to 48 terminals total (including point-to-point, mul- 
tipoint, system console, and DSN/DS virtual terminals) 
can be configured per system. 


Disc Drives 


The first disc drive attached to the Series 33R is called a 
“master” disc, which means that it contains a controller. 
One master disc is required with the Series 33R and is 
ordered separately from the System Processor Unit. 20 
Mb (7906M), 50 Mb (7920M Re-Marketed or new), and 
120 Mb (7925M Re-Marketed or new) master disc drives 
are available. Additional 7906 or 792x drives are called 
“slave” disc drives, because they are attached to, and 
share the controller of, the master disc drive. Up to 
seven Slave disc drives may be attached to the master 
disc drive; 20 Mb, 50 Mb, and 120 Mb slave disc drives 
are available. For the Series 33R the master disc can be 
located 2 meters from the system; a 2 meter cable is 
provided with the master disc. The 404 Mb (7935H) is 
also available although it cannot be the only disc on 
system. Limit one 7935H per system. 

Magnetic Tape Drives 

A 1600 bits per inch (bpi) magnetic tape drive is required 
for system backup and distribution of software updates, 
for Series 33R systems with more than 20 Mb disc 
storage.* (If the Series 33R has only 20 Mb disc storage, 
a 1.2 Mb flexible disc drive may be used instead of the 
magnetic tape drive. The flexible disc drive may also be 
used in addition to one or more magnetic tape drives.) 
The first magnetic tape drive attached to the Series 33R 
is called the ““master,” because it contains a built-in 
controller. The master tape drive must be attached to 

a dedicated General I/O Channel (GIC). Up to three 
additional slave magnetic tape drives may be attached 


*If the Series 33R has a dedicated serial disc (7906S, 7920S, or 7925S) for 
backup, and a flexible disc drive for distribution of software updates, 
the magnetic tape drive is not required. 


to the master. The master magnetic tape drive can be 
located 6 meters from the system. A 6 meter cable is 
provided with the tape drive. In addition a 6250 bpi 
tape drive may be attached to the Series 33R. 


Printers 


The Series 33R supports up to two systems line printers. 
These two printers may consist of 2608A printers and 
2617/19A printers. The 2608A attaches to a GICin the 
system processing unit; the 2617/19A printer not only 
attaches to a GIC but also uses an interface which 
occupies one I/O slot in the Series 33R. This interface is 
ordered as option 302 to the 2617/19A printer. Each 
2608A printer comes with a two-meter HP-IB cable 
(order 2608A option 333). One 2608A may be increased 
to four meters with an optional extender cable (31389B). 
Each 2617/19A printer with option 302 comes witha 15 
meter (50 feet) cable. 


In addition to system line printers which are attached 
to GICs, the Series 33R can support local or remote 
spoolable 2631B character printers through one or more 
ADCCs. When used as a local/remote spoolable printer, 
the 2631B is connected directly to an ADCC port via 
hardwired cable or modems. Up to four 2631B printers 
are supported on the Series 33R in this fashion (specify 
2631B with option 331). 


In addition to local/remote spoolable printers, the 
Series 33R can support 2601A daisy-wheel printers as 
terminals (non-spooled only) via ADCCs. The 2601A 
can be directly attached to an ADCC port via hardwired 
cable. 


The 2631B and 2601A printers can also be attached as 
slave devices (non-spooled only) to Series 33R terminals, 


under the control of user-supplied application programs. 


The Series 33R also supports the 2680A Intelligent Page 
Printer. Specify 2680A with option 302 for Series 33R 
cable. Up to two 2680A’s may be attached toa GIC. 


Data Communications 


Up to seven Intelligent Network Processor (INP) boards 
are configurable, three in the first card cage and four in 
the second. Each INP provides one communication line 
that may be used by DSN/DS, DSN/MTS, DSN/MRJE, 
DSN/RJE, DSN/IMEF software. The same INP can be used 
(non-concurrently) by any of these software products. 
Each INP board requires one I/O slot and a connection to 
a GIC. 


Flexible Disc Drive 


One 1.2 Mb flexible disc drive can be used on the Series 
33R. Order 9895A with option 010 to specify single 
master drive, and option 333 to specify Series 33 cable. 
The flexible disc drive attaches to a GIC in the Series 33R; 
a 2M (6.5 feet) cable is provided with the drive. — 


Configurations for Series 30R/33R, IIR 7 


Memory Expansion 


512 Mb of fault control memory is supplied with the 
System Processor Unit. System memory sizes of 768 Kb, 
and 1024 Kb are also available. 30078A 128 Kb Memory 
Array boards or 32412CR opt 507 (expands memory to 
1024 Kb, Re-Marketed) should be ordered to achieve 
desired memory size. 


I/O Expansion 


The system processor unit contains 7 I/O slots for 
additional devices. To obtain seven more IMB slots, as 
well as six additional non-IMB slots (for INPs and 2617/ 
19A Printer Interfaces only), order the I/O Expansion Kit 
(30416A). 


HP 3000 Series ITIR 


Interfacing Optional Equipment 


Spare interface slots (numbered “circles” connected to 
the IOP Bus) are available for additional products, and 
can be occupied by optional equipment identified with 
an attached “‘circle.” 


Connecting Additional Terminals 


One Asynchronous Terminal Controller (ATC) is 
supplied. It permits the connection of up to 16 point-to- 
point terminals, including the system console. 


Additional ATCs can be added, each interfacing up to 

16 point-to-point terminals. Up to 48 terminals can be 
interfaced in the System Processor Unit bay, unless a 
30360A Hardwired Serial Interface (HSI) is configured— 
then up to 32 terminals can be interfaced to the System 
Processor Unit. The addition of an extension I/O Cabinet 
(30235A) provides expansion for a total of 64 point-to- 
point terminals. | 


Alternatively, terminals may be added to the Series IITIk 
using DSN/Multipoint Terminal Software (DSN/MTS) 
and one or more Intelligent Network Processors (INP) or 
Synchronous Single Line Controllers (SSLC’s). The 
number of terminals per line is normally determined by 
response time considerations but may be limited by the 
specific cabling option chosen. Up to 95 multipoint ter- 
minals total are supported per system, on one or more 
multi-drop lines. 


Up to 96 terminals total (including point-to-point, mul- 
tipoint, system console, and DSN/DS virtual terminals) 
are supported per system. 


8 Configurations for Series 30R/33R, IIIR 


Disc Drive 


One 50 Mb or 120 Mb ‘‘master” disc drive with controller 
is required, connected directly to the Central Data Bus 
through a disc interface to the selector channel. Up to 
seven “‘slave” 50 Mb or 120 Mb disc drives can be 
attached to this drive. One 404 Mb (7935H) is also 
available per system. It must be connected via the 
30341A HP-IB interface module. 


Magnetic Tape Units 


One 1600 bpi or 800 bpi magnetic tape drive is required 
and is connected through a controller to the system. The 
supplied controller can also handle up to three extra 
drives of mixed densities (up to a total of four); when 
using mixed density drives, an 800 bpi master drive is 
recommended for configuration flexibility. 


Additionally, a second controller may be ordered which 
can support up to four additional drives (5th through 
8th on system) of mixed densities. When using mixed 
density drives, an 800 bpi drive is recommended. Each 
additional tape drive ordered can be supplied in a free- 
standing cabinet. See the 7970 and 7971A data sheets for 
further configuration details on extra drives. 


The Series IIIR also supports the 7976A 1600/6250 bpi 
magnetic tape drive. Specify option 316 for a Series IIR 
interface cable. An HP-IB Interface Module 30341A is 
also required. One 7976A may be attached to the Series 
IITR via the HP-IB Interface Module. 


Printers 


A maximum of four 2608A, 2617A, and/or 2619A system 
line printers, in any combination, may be connected to 
any HP 3000 Series IIR. Each printer requires its own 
30209A controller. Each 2617/19A printer with option 300 
comes with a 15 meter (50 feet) cable. 


In addition to system line printers, the Series IIIR can 
support local or remote spoolable 2631B character 
printers through one or more ATCs. When used as a 
local/remote spoolable printer, the 2631B is connected 
directly to an ATC port via hardwired cable or modems. 
Up to four 2631B printers are supported on the Series 
IIIR in this fashion (specify 2631B with option 331). 


In addition to local/remote spoolable printers, the 
Series TTR can suvvort I6D1 A daisy-wheel nrintare 
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terminals (non-spooled only) via ATCs. The 2601A can 
be directly attached to an ATC port via hardwired cable. 


The 2631B and 2601A printers can also be attached as 
slave devices (non-spooled only) to Series IJIR terminals, 
under the control of user-supplied application 
programs. 


The Series IITR also supports the 2680A Intelligent Page 
Printer. Specify option 300 for a Series IIIR cable. An HP- 
IB Interface Module 30341A is also required. Up to two 
2680A's may be attached to a Series IIIR via the HP-IB 
Interface Module. 


Data Communications 


The HP 3000 Series IIIR supports up to two Hardwired 
serial Interfaces (HSIs), and seven Intelligent Network 
Processors (INPs) and/or Synchronous Single Line 
Controllers (SSLCs) in any combination. See Terminal 
and System Communications sections for data com- 
munications hardware and software configuration 
guidelines. 


Memory Expansion 


512 Kb of fault control memory is supplied with the 
system processor unit. Re-Marketed memory is available 
as 32435BR option 507 expands memory to 1024 Kb, 
32435BR option 509 expands memory to 1536 Kb, and 
32435BR option 511 expands memory to 2048 Kb. New 
memory is also available. 


The 30418A memory expansion kit permits increasing 
memory capacity of installed HP 3000 Series IIIR 
systems from 1024 Kb to a maximum of 2048 Kb. The kit 
includes two 256 Kb memory boards with built-in fault 
control, memory controller, cables, and mounting 
hardware. Further expansion to the full 2048 Kb is 
accomplished by adding two more optional 30008B 
memory array boards. 


Memory Sizes 














Supported 
Fo ee [ee eee ey il Note: Maximum of 8 7906/7920/7925/7935H 

1024 kb 30078A =. 128 kb 7906S/7920S/7925S drives per system. Limit of one 7935H 
0 | \ 

30078A 128kb 2nd through per system. 7935H cannot be only 

F—- —- —- ~ + —- __ 8th Disc J ‘disc on system. 

7eskb ; 30078BA 128kb 

30078A 128 kb i Sa S| 

7906M/7920M/7925M ' Line 

512 kb 30078A 128 kb System Disc Master 7935H Printers Flexible 

30078A 128 kb with Option 102 | Disc Drive 

ee eee eh 

30078A 128 kb 

oe 30078A 128 kb 
KEY 
9895A with opts. 
INP = 30020A ADCC Main | = 30018A with opt. 030 1.2Mb Flexible | _ O19 g 333 
Disc Drive 
(1.2 Mb drive) 
‘ 7970E with opt. 426 
30079A with opt. 030 . Master Mag (1600 bpi) or 
GIC ~ (General /O Channel) ADCC Ext. = 30019A with opt. 030 STA with opt. 340 
(1600 bpi) or 


a with opt. 416 


Magnetic Tape Drive > and/or Flexible Disc Drive 


oe Slave Slave Slave irs ce _ 
Mag Tape Mag Tape Mag Tape Mag Tape | <H Flexible | 
Drive Drive Drive Drive peter ey 


1. For system backup and software distri- 
bution, Series 30R systems with more than 
20 Mb of disc storage require either: 

a) amaster magnetic tape drive 
(7970E with opt. 426) or 
(7971A with opt. 340) or 
(7976A with opt. 416) or 
b) aserial disc (7906S, 7920S or 7925S) 


a 


drive (9895A with opts. 010 and 333) for 
software updates. 


If a master magnetic tape drive (7970E/7971A) 
is ordered, up to three slave magnetic tape 
drives (7970E with opt. 421/7971A with opt. 
330) may be attached to the master drive. One 
GIC (300794 with opt. 030), dedicated to the 

* wpe drives, is required and must be ordered 


Only one 7976A can be supported on the 
Series 30R. The 7976A cannot share a GIC 
with other master tape or disc drives. 


Series 30R systems with no more than 20 Mb 
disc storage require only a master magnetic 
tape drive or a flexible disc drive. 


Maximum of one flexible disc drive (9895A with 
opts. 010 and 333) per system. 














dedicated to backup anda flexible dis. ?Parately. 
: ? 
Printers Intelligent Page Printer 
a ee (= = =) rn | [er 
2613/17/19A 2608A 
< z Oba Pee. <p Printer ee aie eae 
LSboe [nt se L-——-+,v--—H 
aeranTON.. ee I gre | 
2608A 
2666 9Ay HC) sae Printer L__ — 
[AO6 =e 
8. Two HP Intelligent Page Printers 
(2680A with option 301) may be con- 
7, Maximum of two 2608A or 2613/17/19A nected to a GIC (30079A with option 


printers per system. 





044) which is ordered separately. 








2649E 


System Maintenance 
Console 





Up to 3 
Terminals 


—_——_ 


ADCC 


INPs Main 


Inter-Module Bus (IMB) 


7970E with opt. 421 


Slave Mag (1600 bpi) or 
Tape Drive ~ 7971A with opt. 330 
(1600 bpi) 
2613/17/19A 
Printer 


Data Communications 


ADCC ADCC 
Ext Main 


2. 


iS el 


INP HC) 


bea fae 


Terminals. Use ADCCs to connect 
point-to-point terminals, and INPs to 
connect multipoint terminals. One 
ADCC-Main (30018A with opt. 030) is 
required and must be ordered sepa- 
rately. This ADCC-Main supports the 
system console plus three additional 
terminals. Up to 48 terminals total 
(point-to-point, multipoint, system 
console, and DS/3000 virtual termi- 
nals) are allowed. 


. Point-to-point terminals. Each ADCC-Main 


or ADCC-Ext provides four terminal ports. 


2608A 
Printer ~ 
= line printer with opt. 301 2680A = 


Available Interface Slots 


_ 2608A dot matrix line 
printer with opt. 333 © 


Intelligent Page 
Printer with opt. 301 


i ale le fa 


ADCC ADCC ADCC 
Ext Main Ext 


o 0 6 


<Hsinp HC) 


fae ee etl 


Add ADCC-Mains and ADCC-Exts in al- 
ternating fashion: ADCC-Main, ADCC- 
Ext, ADCC-Main, etc. Maximum ADCC 
transmission rate is 9600 bps for local 
(hardwired) use, and 1200 bps for remote 
(modem) use. Up to 32 point-to-point ter- 
minals (including console) are supported. 


_ Multipoint terminals. MTS/3000 software 
required. Use one INP per multidrop line. 
Number of Multipoint terminals per INP 
line is a function of response time and 
application considerations. Maximum 
Multipoint transmission rate is 9600 bps, 





[ Required. Must be 
ordered separately 


5. 


ae S| 
eee 


ADCC ACCC 
Main Ext 


Do. = =. =] 


<H INP tC) 


a | 


local or remote. Up to 47 Multipoint ter- 
minals are supported. 


Data Communications. Use INPs for DS, 
MRJE, RJE, IML, or MTS (Multipoint) 
lines. Maximum of three INPs. 


. Amaximum of four RS-232-C character 


printers (2631B with opt. 331) are allowed 
per system, when attached to ADCCs. 
Each 2631B character printer uses one 
ADCC terminal port. 2601A daisy-wheel 
printers can also attach to ADCC ports as 
terminals (2631B and 2601A printers not 
shown). 








Optional 
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Memory Sizes 


Supported 
1024kb 4 30078A 128 kb 79068/79208/7925S | 
30078A 128 kb : 2nd through | 
----—-4 8th Disc 
hs ee 
768 kb | 30078A 128 kb 


30078A 128kb | 











7906M/7920M/7925M 
30078A 128 kc System Disc Master 


512 kb 
300784 128 KD) with Option 102 


30078A —«- 128 kb 
30078A  —s- 128 kb 


| . Memory Controller GIC 


inter-Module Bus (IMB) 





ADCC Main = 30018A 


30079A 
GIC ‘= (no options required) 
(General I/O Channel) 


Magnetic pees and/or Flexible Disc Drive 


eee Slave Slave 
Mag Tape Mag Tape Mag Tape 
Drive Drive Drive 


Ga 


ADCC Ext 30019A 


1. For system backup and software distri- 
bution, Series'33R systems with more than | 
20 Mb of disc storage require either: 

a) amaster magnetic tape drive 
(7970E with opt. 426) or 
(7971A with opt. 340) or 
(7976A with opt. 416) or 


b) aserial disc (7906S, 7920S or 7925S) 
dedicated to backup and a flexible disc 


software updates. 


separately. 





Printers 


fo TFT 
2613/17/19A <] 1 2608A | 
fete: Printer 


i eee SS Ses 


fae a 


fs eee cal 


© 


co 


CT ope 18 
261317/19A 1 or =< 2608A 


Printer Printer 


(2680A with 


7. Maximum of two 2608A or 2613/17/19A 
printers per system. 





1.2 Mb Flexible _ 9895A with opts. 
(no options required) Disc Drive 010, 333 


drive (9395A with opts. 010 and 333) for 


Intelligent Page Printer 


{ a (> 2680A | 


8. Two HP Intelligent Page Printers 


nected to a GIC (30079A) which is 
ordered separately. See Note 9 for 
Expansion Kit requirements. 





Note: Maximum of 8 7906/7920/7925/7935H 
drives per system. Limit of one 7935H 

per system. 7935H cannot be only 

disc on system. 


ror Or ro 
| | Line ; 
7935H Printers Flexible 
| | $a es Disc Drive 
ee 
ZN LN {\ 
D 
> ) INPs GIC on” 
D 
1 2 3 


Available Interface Slots 


7976A with opt. 416 


3 5 


<H Flexible 
ire ONES 


Only one 7976A can be supported on the 
Series'33R. The 7976A cannot share a GIC 
with other master tape or disc drives. 


If a master magnetic tape drive (7970E/7971A) 
is ordered, up to three slave magnetic tape 
drives (7970E with opt. 421/7971A with ort. 
330) may be attached to the master drive. One 
GIC (300794 with opt. 030), dedicated to the 
tape drives, is required and must be ordered 


Series 33Risystems with no more than 20 Mb 
disc storage require only a master magnetic 
tape drive or a flexible disc drive. 


Maximum of one flexible disc drive (9895A with 
opts. 010 and 333) per system. 





Expansion Kit 
TT ~~ “~~ (See 


{~ Expansion , Diagram 
Kit at top 
eer agar of Page) 


ni | 


pC —-—H4 
tees | 
i 2680A_—si'|! 
eee a | 


9. The Series 33 Expansion Kit 


(30416A) is required and must 
be ordered separately if any of 
the following apply: 

a) more than three INPs 


b) four GICs and two or more 
INPs 


option 302) may be con- 


c) more than the seven 
available 1/O slots are 
required 





30416A Expansion Kit 


2649E | | | 
System Maintenanc 


Console 





Terminals 
——_——_ 


D 
ADCC 


Optional Interface Slots 
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| 
| 
| 
Up to 3 | 
| 
| 
| 
| 


Order Expansion Kit for additional interface slots. 


7970E with opt. 421 


Slave Mag _ (1600 bpi) or 2608A _ 2608A dot matrix line 
pl 


7970E with opt. 426 
Master Mag (1600 bpi) or 2613/17/19A _ 2613A, 2617A, or 2619A 2680A _ 2680A Intelligent Page 
~ (no options required) Tape Drive arash opt. 340 Printer line printer with opt. 302 Printer with option 302 
i) or 


Data Communications 


z : | as, ale deol c | ae ls dt lt 
ADCC ADCC ADCC ADCC ADCC ADCC ACCC 
Ext Main Ext Main Ext Main Ext 
Poy Sal a ar | Cy ee 
INP 
ee a INP mae 5 ee 
| Ss | 


= 
ae INP LX » oe INP 


[oe ire sg fe 
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See | fae ee) 


transmission rate is 9600 bps for local 5. Data Communications. Use INPs for DS, 
(hardwired) use, and 1200 bps for remote MRJE, RJE, IML, or MTS (Multipoint) 
(modem) use. Up to 32 point-to-point lines. Maximum of seven INPs total. 
terminals (including console) can be See Note 9 for additional hardware 
attached. See Note 9 for Expansion Kit requirements. 

requirements. 


. Multipoint Terminals. MTS/3000 soft- 
ware required. Use one INP per multidrop 
line. Number of multipoint terminals per 
INP line is a function of response time 
and application considerations. Maxi- 
mum Multipoint transmission rate is 
9600 bps, local or remote. Up to 47 
Multipoint terminals are supported. See 
Note 9 for Expansion Kit requirements. 


2. Terminals. Use ADCCs to connect point- 
to-point terminals, and INPs to connect 
multipoint terminals. One ADCC-Main 
(30018A) is required and must be 
ordered separately. (This ADCC-Main 
supports the system ccnsole plus three 
additional terminals.) Up to 48 terminals 
total (point-to-point, multipoint, system 
console, and DS/3000 virtual terminals) 
can be configured. 


. A maximum of four RS-232-C character 
printers (2631B with option 331) are 
allowed per system, when attached to 
ADCCs. Each 2631B printer uses one 
ADCC terminal port. 2601A daisy-wheel 
printers can also attach.to ADCC ports 
as terminals (2631B and 2601A printers 
not shown). 


Point-to-point terminals. Each ADCC-Main 
or ADCC-Ext provides four terminal ports. 
Add ADCC-Mains and ADCC-Exts in 
alternating fashion: ADCC-Main, ADCC- 
Ext, ADCC-Main, etc. Maximum ADCC 


Required. Must be et Boon 
[ ordered separately ee ed | ES 
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CENTRAL DATA BUS 











30032B Option-001 
Supports 103 and | 













26194-3000. | 


Master Drive | 







7970E-320/7971A-420 
[HW 1600 bpi 


MCU MCU | 30030C | 30341P rT J935H, | 
| Port Controller nee Interface HC) CH 7976A0r_—sd 
pax eer Elle) odule 2680A*** 
300088 ° 30008B Selector Channel Lr Le ee 
256kb Memory 256kb Memory 
300088 | 30008B 
256kb Memory |e 
30008B 30008B mos 
| 256kb Memory | ebokb Memory 302298 7920M/7925M Tee 
400088 300088 Disc interface 1st Disc Drive Bth Dist 
| 256kb Memory | | 256kb Memory ec sli nga 
IOP BUS 
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40441A Sey fey eee Os 30209A 2608-300 7970E-324/7971A-480 | _ 7970E-324/7971A-480 
Supports 202S Modem | aes : CH Line Printer 400 ipm st | 800 bpi with | 800 bpi with 
et ee oe eel Note 2: INP’s require 2 slots. = ae ee j_Line Printer | l Controller V/F Cable Controller 1/F Cable 
Nam peSegwene hy (SA tay Hy gl titer | 
: : Line Printer ayo bpi with | eet amos Samet pas 
Oe eT pe option 001 must be ordered Controller r— ps | Multi Lit Cable = — 
! 300328 + ~—~—S*!'~(|: Up to with first INP. yee 2613A-300 l angela ee 7970B-320/7971A-410 
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ae ee) eR ee —- ee Ce Controller ‘ & Multi-Unit Cable 
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a Palos teres e Printers per System Multi-Unit Cable | 7970B-320/7971A-410 
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= rc ! Line Control 2617A-300 (44 Master Drive 
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212 Modem ee | 1000 ipm | 7970E-321/7971A-430 
aa ees OH arava 200" Interface Line Printer LH 1600 bpi | L— auesiel ENS —_ 
CH 30032B Option-002 = ae 2619A-300 _ Slave Drive _ — PIE Seer tease ) 
Supports 202S Modem O- __ 30360A 1000 pm 7970E-321/7971A-430 Slave Din 
| ee eee ees | Hardwired Serial Interface | ,_tine Printer 1600 bpi | = ave rive 
Note 2: When adding 1 or 2 — Pa gleam — CH 78706-9210797 14-430 
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300328 Up to or4 ares (30032B), 30235A is [IW 1600 bpi | __Slave Drive _ 
Asynchronous | ) 16 required. Slave Drive . ; — 
Y Terminals? j _—_SlaveDrive 7970E ees 430 


Terminal Controller 


CH 30032B Option-001 


Supports 103 and 


30126A ! 
| Plotter Interface 


Ce 30119A-002 
Card Reader/Punch j 


if one or more 7970E-321/7971A- 
430 slave drives are used ona 
30215A controller, a 7970E-324/ 


| 
Slave Drive | 
If one or more 7970E-321/7971A- 


212 Modem Eivcpaauiadh pices eee ae 7971A-470 or 7970E-320/7971A- 
oe 120 at Sve eaures 4S ease vedo 
30032B Option-002 ea i o_o Eeuset that controller. If 800 bpi and 1600 7971A-470 or 7970E-320/7971A- 
Supports 2028 Modem** B= Oe 301044 | _T 30104a-003 L_ _T 30104a-004 | op) dives se ued on te ae 420 master drive is required on 
foe ve ee Paper Tape Read j 
CH whee 4 Ler eeeh eee resi eee a * leaned the first drive be a 7970B-324/ nde lara ad 
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added apace [ee Re he TAs een Jee 27 eee | Supplied 


or 


Note: The total number of the 


following add-on devices 
cannot exceed 15: INP’s 
SSLC's, HSI's, Plotter 

interfaces, card readers, 


b) slots 10-29 are added 
or *Note: In addition to standard HP 


c) HSI (30360A) plus 3 ATCs 56318 331 printers 


***The HP-IB Interface Module wil! 
support these three devices in any 
combination provided the maximum 


**Because of their limited 
performance, 202S modems are 
not recommended for use with HP 


[ Required. Must be 
ordered separately 
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(30032B) are configured. (maximum of four per 3000 systems. device and HP-IB loads are not exceeded. pia | line printer controllers, 
system) and 2601A Maximum total load cannot exceed 8. _, Optional card reader/punches, 
daisy-wheel printers. ; Lo es paper tape reader/ 

Device Max.#ofDevice Loads punches, magnetic tape 
2680A 2 3 Each controllers. 

7935H 1 1 Each 

7976A 1 2 Each 
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12 Configurations-for Series 30R/33R, IUR 


Upgrades for 
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A range of upgrade paths are available from all Re-Mar- 
keted HP 3000 Systems to more powerful HP 3000’s. The 
following upgrade alternatives are currently available: 






HP 3000 Upgrade Paths 


xX xX 


Series 64 







Series 30R 
Series 33R 
Series IIR 
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Ordering Upgrades 
How to Order an Upgrade for Series 30R/33R, IIR 


Please refer to the HP 3000 Computer Systems 
Configuration Guide (5953-0664) Section 2 for ordering 
information. Use return credit option 608 (Series 30C/U) 
for Series 30R. Use return credit option 606 (Series 33C/ 
U) for Series 33R. Use return credit option 603 (Series III 
w/256 Kb) or Option 613 (Series III w/256 Kb and HP-IB 
Interface) for Series IIIR. Please note that Re-Marketed 
Systems are eligible for the same return credits as the 
equivalent system purchased new. 
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